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CONNECTORS, ELECTRIC, RECTANGULAR, NONENVIRONMENTAL,
MINIATURE, POLARIZED SHELL, RACK ANO PANEL,

GENERAL SPECIFICATION FOR

This amendment forms a part of MIL-C-24308C, dated
26 January 1989, and is approved for use by all Depart-
ments and Agencies of the Department of Defense.
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1.2.1, delete and substitute:

“1.2.1 Closses. Connectors covered by this specification shall be of the
following classes:

G - General purpose connectors, see 3.3.5.1. ~/
N - Nonmagnetic connectors, see 3.3.5.1. l_l
H - Ilermetic connectors.
M - Same as N except see ~/.
Cl - Same as G except see 2/.
K - Same as H except see ~/.’*

Footnote ~/, delete and substitute:

“~/ Classes G and N, zinc plated parts are not to be used on aerospace
or missile applications in accordance with MIL-S-5002C.

2/ Classes II, K,— and M are ~,ntended for space missions where high
reliability is required.
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3.3.5.1, delete title and substitute:

“3.3.5.1 Finish (classes G and N). ~/”.

Add the following footnote to bottom of page:

“3/ Cadmium finished parts (F suffix pa~t. numbers) can be used
Tntcrchangeably for non-F suffix parts.
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Add the following new paragraph and associated footnotes:

“3.8 Part or Identifying Number (PIN). The PIN shall consist of the letter
“M”, the basic number of the specification sheet, an assigned dash number
(see 3.1), and as shown in the following example:

M 24308/1 -1 F
I 1 -i- -i-
i i i i

Flllltary designation specification Dash number ~
sheet number For class N:

F = Cadmium 4/.
P = Passivate~

stainless steel.
No suffix = Cadmium

or zinc 4/ 5/.
For classes G–an7f H:

F . Cadmium 4/
No suffix . C=dmium
or zinc 4/ 5/.

For classes–n ~nd K:
Class D and class K
connectors have a
nickel finish, no
suffix is required.

For class M:
Class M connectors
have a gold finish,
no suffix is
required.

4/ F suffix part numbers are to be used for cadmium finished parts after—
1 July 1987.

~/ Zinc finish is inactive for new design effective as of the date of
MIL-C-24308C.”
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4.1.4, change paragraph wording from “effective 12 months after the date of this
document” to “effective 30 months after the date of this document. ”

.
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6.6, delete in its entirety, including associated footnotes.
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